
MODEL

TYPE

USE

TRANSOM HEIGHT

BOAT SPECIFICATIONS

MAX RPM

MAX SPEED

OPTIMUM FUEL EFFICIENTCY

OPTIMUM RANGE

DF140

COMMERCIAL/LEISURE

RIGID INFLATABLE

13°

90 ltrs

6000

FINE

3

PERFORMANCE

3.0 kts

LPM
RANGE

SOUND

LEVEL
203 NM

4000

SUZUKI ENGINE BOAT TEST REPORT

BLADES

MATERIAL

SIZE

ENGINE SPECIFICATIONS

ALLOY

RIBCRAFT 5.85

5.85 mtrs

2.45 mtrs

820 kg

GRP

635 mm

BOAT AND ENGINE

PROP

MODEL

ENGINE RPM : FUEL LITRES/MILE

WATER TYPE SALT

SEA STATE SLIGHT CHOP

WEATHER

CREW NO. EQUIP. WEIGHT

36.5 kts

3.6 kts

5.5 kts

6.1 kts

7.6 kts

12.3 kts

650

1000

1500

2000

2500

3000

3500

13.0

15.5

20.0

25.5

31.0

20.6 kts

25.5 kts

30.2 kts

33.5 kts 0.9

1.0

1.0 83 NM

ENGINE

RPM

BOAT

SPEED LPH

FUEL USAGE

1.2

1.5

3.8

5.8

9.5

0.4

0.4

0.7

1.0

1.3

4500

5000

5500

LENGTH

BEAM

TEST CONDITIONS

14" x 21"

3

WEIGHT INC ENGINE

HULL MATERIAL

TRANSOM ANGLE

TANK CAPACITY

108 NM

103 NM

96 NM

88 NM

83 NM

65 dB

66 dB

68 dB

74 dB

78 dB

79 dB

86 dB

89 dB

90 dB

77 NM

194 NM

117 NM

85 NM

65 NM

200 kg

90 dB

92 dB

94 dB

CREW WEIGHT

60 ltrs

225 kg

TEST AREA OPEN SEA WIND FORCE FUEL CARRIED3 - 4

35.5

40.541.5 kts

1.1

0.8

0.8

0.8

CONTACTS

SUZUKI GB PLC

Tel: 00 44 (0)500 011959

RIBCRAFT LTD

Tel: 00 44 (0)1935 411846

Web: www.suzuki-marine.co.uk Web: www.ribcraft.co.uk

SUMMARY

40.5 kts

RANGE CALCULATION AT 90% TANK CAPACITY

3500 rpm15.5 lph

108 NM 20.6 kts

ACCELERATION 0 - 25 KTS
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