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Outboard Motor - Specifications
 

Model Name 40YETO Model Code 68PD

Model Year 2007 Destination ITALY

Section/Item Electrical

 
Ignition timing

 Idle speed (in neutral) A.T.D.C.7.0 ±1.0 ゜
 Piston position (full retarded) A.T.D.C.0.32 ±0.09 mm

 Ignition timing (cam roller pick up) A.T.D.C.7.0 ±

 Ignition timing (full advanced) B.T.D.C.25.0+3.0-1.0 ゜
 Piston position (full advanced) B.T.D.C.3.93+0.97-0.30 mm

Starter motor

 Type Bendix

 Output 0.60 kW

 Standard brush length 12.5 mm

 Wear limit 9.0 mm

 Standard commutator diameter 30.0 mm

 Wear limit 29.0 mm

 Standard commutator undercut 0.8 mm

 Wear limit 0.2 mm

 Clutch type Over running

 Pinion ring gear gap 3.0-5.0 mm

 Cranking time limit 30 sec

Starter relay

 Rating 30.00 sec

Power trim and tilt relay

 Rating 60.00 sec

Engine stop switch

 Continuity Terminal with lock plate (color) No Continuity

 Continuity terminal without lock plate (color) W-B

Fuse 1

 Rating 12.0 V20.0 A

Thermo switch

 Switch ON temperature 90-96 ゜C

 Switch OFF temperature 76-90 ゜C

Power trim and tilt switch

 Continuity terminal trim (color) R-Sb

 Continuity terminal tilt (color) R-Lg

 Continuity terminal free (color) No Continuity

Trim sensor

 Free position resistance 168-288 Ω

Stator assembly
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 Resistance 168.0-252.0 Ω

 Resistance 2 168.0-252.0 Ω

 Pulser coil resistance 3 168.00-252.00 Ω(W/G-B)

 Charging current (minimum)/rpm 3.0 A at 3000 r/min

 Lighting voltage (minimum)/rpm 12.0 V at 3000 r/min

 Lighting voltage (maximum)/rpm 13.5-16.5 V at 5500 r/min

 Pole number 6

 Charging current (maximum)/rpm 5.0-7.0 A at 5500 r/min

 Resistance 368.00-552.00 Ω

 Resistance (reference data) 0.5600-0.8400 Ω

Ignition coil

 Primary coil resistance 0.180-0.240 Ω

 Secondary coil resistance 2.72-3.68 kΩ

Spark plug cap

 Type Standard

Spark plug cap (resistance)

 Type Standard

Spark plug

 Spark plug gap 0.9-1.0 mm

Spark plug (resistance)

 Spark plug gap 0.9-1.0 mm


